


W &N BSiHEE Description Of Motor Model
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P / 5(5) D(W) 60 - 24 GU - 30S
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i @ KREJEFR Comanpy \ FRZKEEH] ZD MOTOR
HIE R~} (Model Dimension)
® HLEES Code 2 3 4 5 55 6
B EB#1Z24E5%= Mounting Flange mm 60%60 70x70 8080 90x90 90x90 104x104
HIFSES2 Case Diameter mm 60 60 80 80 90 90
=1 D:E/REEsAH (D:DC MOTOR)
o i ® B4R Motor Type DW:EHR460, 70ZFIFEAD/GIWERRIMBEERIEE
é % For60, 70 series motor,DW means external brush motor
g @ ILHINER Output Power (f5)60:60W
® FEIRFRJE Voltage (f51))24:24v
. S GN:EBEIRILS GN:General Helical Gear A1EEERE A1:Milling Keyway
© FRAUHIZIA Shape of Motor Shaft GU:ERAISHE GU:Reinforced Helical Gear ASER AFlat Type
@ EEHAEIE Speed (f61))30S:3000RPM

BT MRENFBRFREIEELSRIFEIN-MFS | G0Z5(5)D 60-24 GU-30S-M,FIZEEREEESEEAEUEREER ; B S el NAIMEI0mm, GUEL,

HUEFBE24V0C, ERETNZR60W, EUEFLIE3000RPM, EC24VDCRIZERS,
Note:we use M to symbolise the brake,such as Z5(5)D 60-24 GU-30S-M, the brake voltage is the same as the rated voltage of the motor, Type of motor can be interpreted as a case

diameter of 90mm,GU type,rated voltage 24VDC,rated power 60W,rated speed of 3000RPM,with brake-24VDC.
W AERR RS

©» @ © @

#2BE Description Of Reducer Model

@ AISR~F Model Dimension 2: 60mm 3:70mm 4:80mm 5: 90mm 6: 104mm
] Gn : EBEIRHESHH  GN:General Helical Gear

15X LEEA

@ UtEFhSEGear Type GU : fN3BEYR}A4M  GU:Reinforced Helical Gear

{51 : 50 JAIELY Gear Ratio of 1:50
10X{X PRIRLIERES 1:10AY &) /RERLEL 10X denotes the decimal gearhead of ratio 1:10

K: IRERIR ( XIGUELSFBIAMRIE/IKB )
K: Bearing(Make KB for type GU square case)

® REREY Gear Ratio

@ 4 fhzEBearing Type

BT PREPARNRSH | ARDELSIRERSHIN V' (FEEHNSHEARSHEK)

Note:The code of the non-standard split type is to add"V"before the model number of the motor or reducer(Please specify the detailed parameter requirement in the purchase order)

M BEHAY—AZIE Deneral Specification Of Motors

IR Hitems # #&Specifications
FEREETHRMINETEIETE , LADC 500VEEIRFRNELE 7 5sErd |, MEE20JkRIA L.
Z@%EE,BH ) In the circumstance of normal ambient temperature and humidity, the resistance can be up to 20M Q or more when 500V DC megger is applied
Insulation Resistance between the windings and the frame after rated motor operations.
ST FEREENENMAEETRE , EEBISSEEIN—5 $150Hzak60Hz. 1.5kVATRE , IFERE.
k o . In the circumstance of normal ambient temperature and humidity, there will be no problem to withstand 1.5kV at 50/60hz between the windings and
Dielectric Withstanding . .
the frame for 1 minute after rated motor operation.
RE L BN  BRENERNER , B RESF RSB T.
Temperature Rise The temperature rise should be lower than 80°C measured by resistance method when the motor is working.
BIFRER BZ(130°C)
Insulation Class Class B(130°C)
e -10°C~+40°C(FTTIKER)
Using Temperature -10°C~ +40°C(Nonfreezing)
P, 85%.0 (LA
Using Temperature <85%(Place without dew)
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iR
DC MOTORS

B6W [160mm

B EBEEESEL Motor Performance Parameters

yo BE | IhxE | ZEHZS#WNo-load Parameters TS %Load Parameters RIS EHER
I\;Iio:lsel Voltage | Power 1% Speed E3j7iCurrent 455 Speed JI%ETorque E337ECurrent Brush Life Motor Weight

Vv W r/min A r/min mN.m A H kg
Z2006-12 [ 12 6 3200 0.6 Max. 2950 19 0.8 2000 0.6
Z2DW06-12[] 12 6 3200 0.6 Max. 2950 19 0.8 2000 0.6
Z2D06-24 [ 24 6 3200 0.3 Max. 2950 19 0.5 2000 0.6
Z2DW06-24[] 24 6 3200 0.3 Max. 2950 19 0.5 2000 0.6
Z2D06-90 [ 90 6 3000 0.2 Max. 2800 20 0.3 2000 0.6
Z2DW06-90[] 90 6 3000 0.2 Max. 2800 20 0.3 2000 0.6

oFEHEE. IhEREHRAIARMGRIERMIT MRIBEFERES.
Motor voltage, power and speed will be customized according to his requestment under the allowed circumstance of adoptable dimension.

©D/54NNWRDZ2DW06-12GNZR/INEFERIAHREEA , dNFTWRIFRERERRIEHFEY : /NSRRI , AP B{TEIMNRERER) | BRI ERER)

MR EBERERRTT TSR,

We use W after D in the model to express the external brush motor, such as Z2DWO06-12GN. If no W, it means the standard internal brush motor. For external brush motor, you can
replce the brush directly. For internal ones, we need to disassembly the motor first.

I 3 Type
@ I Motor
=
fnE #J=Model
L S B
Pinion Shaft Round Shaft
72D06-12GN 72D06-12A
sum Z2DW06-12GN 72DW06-12A
o 72D06-24GN 72D06-24A
¥Vire Z2DW06-24GN 72D06-24A
W 72D06-90GN 72D06-90A
Z2DW06-90GN Z2DW06-90A

© HEHISEZ Characteristic Curve Of Motor

PO(W) [ I(A) | nirpm)
9 09 | 3600

g | 08 | 3200
7 | o1 | 2800
6 | 06 | 2400
5 | 05 | 2000
4 | oa | 1600
3 | o3 | 1200
2 | 02 | 800

1| 01 | 400

0 0 0

5

0 15 20 25

30

35 40 45 T(mN.m)

©® FEiTHRIESE (B ) Parallel Shaft Gearhead (Sold Separately)

PEAESS RS IHIERRELS IIREL
Gearhead Type Gearhead Model Gear Ratio
3, 3.6, 5. 6, 7.5, 9,
KEDoFIES 2GNOIK 12,5, 15, 18, 25, 30,
Long Life @ Low 36, 50, 60, 75, 90,
Noise 100, 120, 150, 180, 200

2GN10XK ( Hh|E))#)%ESE Decimal Gearhead )
o FIRESBISH I AIRIELL FIEUE

Enter the gear ratio in the box ( [J ) within the model name

© EBH1IELE Wiring Diagram Of Motor

cw red  + ccw red -
DC ( Dc
black - black +

ot TS | HHERHK EE:300mm + 10, B4S:UL10155I4&:AWG20;EBH 3 | MK E . BUSTERD
HRIERMRIFRIBER FTeRIEE A EXRER.

Stanclard length of lead wire:300mm=10, model: UI1015 type: AWG20; lead wire length,
model will be customerised by dient requestmant under allowed circumstamce of adoptable
dimension.
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B EERESIA S ITHEIE Gear Motor-Torque Table

o HEERSE PEHERSE.
Gearheads are sold separately. Decimal gearheads are not available.

o FIEMELSHOPRIERILATEE.
Enter the gear ratio in the box([]) within the model name.

o CBRRSHEMNE—AREE , BftNsERAME.
The colored background T Jindicates the same rotating direction of the motor while the rotating direction of others are opposite.

o R A SRR B ERR LURGERL T B HSRAVEME,  SEPRRIES R SR A/ N LA RSB R 2% ~ 20% 2.
The speed is calculated by dividing the motor's synchronous speed by the gear ratio. The actual speed is 2%~20% less than the displayed value, depending on the size of the load.

o FELIKFT TRAVAELLHTH —CIRIER | AIER N SHENZ B RIEL /9 1 0B BRI L.
XBSHIB VLR /I3Nm,

To reduce the speed beyond the gear ratio in the table, attach a decimal gearhead(gear ratio:10)between the gearhead and motor. In that case, the permissible torque is 3N-m.

W FiF3EE(I Allowance Torque Unit : _EE& Upside ( N.m ) /T E& Belowside ( kgf.cm )

IS Type G’f‘gﬁggo 3 365 |6 |75 9 |10 (125 15| 18 |20 | 25 | 30 | 36 | 40 | 50 | 60 | 75 | 90 | 100 | 120 | 150 | 180 | 200
5
. 1983|819 |590 | 492 | 393 | 328 | 295 | 236 | 197 | 164 {148 | 118 | 98 | 82 | 74 | 59 | 49 | 39 | 33 | 30 | 25| 20 | 16 | 15
Speed r/min
72D06-24GN
26NOIK 0.05|0.060.080.09|0.12|0.140.16 [ 0.20| 0.24 | 0.28 | 0.28 | 0.35|0.42 |0.51 | 0.57|0.71|0.76|0.96 | 1.15|1.27 | 1.53|1.91 | 2.29 | 2.55
0.46|0.560.77|0.93|1.16|1.39|1.54 | 1.93 (2.31|2.78 | 2.78|3.47|4.16|5.00 | 5.55 | 6.94 | 7.49|9.37 | 11.2| 12.5|15.0| 18.7 | 22.5| 25.0

BEFEEAT - FiFMMME A To Allow The Hoisting Of The Load Allow Axial Load
EBEIL ( EHEL ) —2728

THEN—2725T

B RENHSIFAFEIBHEIBE J Permissible Load Inertia J For Gearhead

—27283—P272

Motor(Rou

nd Shaft) —P272

Gearhead—P272

B 5pAzE ((BA{SE mm ) Dimensions(Unit mm)

RS M A ZEE AIE44Mounting screws are included with gearhead.

® S48 Lead Wiring Type
E 2 Weight : E354/1 Motor : 0.6kg

L1 30

JRIEESE Gearhead : 0.4kg

75 T % 4-04.5 or M4
i =B 4 % ™~
2l (BEE &
8 BL J J
P

UL Style 1015,AWG20

60

75.5 u kL g 4-04.5hole or M4
265 | <5
I | = o
| - N
2 ™ 1 Ee, o J&%
8T © j
ii \ BN 54/ Motor lead wire 300mm+10 22.5°
UL Style 1015,AWG20 63
FEALS EERE | gL ||
Motor Model Gearhead Model Gear Ratio
Z2D06-12GN
Z2DWO06-12GN 3~18 32
Z2D06-24GN
Z2DW06-24GN 2GNLIK
Z2D06-90GN 25~200 41
Z2DW06-90GN

o RS RV ERY I RIELLAIZME Enter the gear ratio in the box ( [J) within the model name
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© [EiHBIAYEEIHERSY Shaft Section Of Round Shaft Type
FRE R RAHERI MR IMEZ SIS i EYAER.

Excluding weight and the shaft section motor shape are the same as
those of the pinion shaft type.

2
8

20

D605 (h7)

D60

D56 §0s0(h7)

@ rhiE)iRiESS Decimal Gearhead
FTZEEFEGNISES 0 EY_ECan be connected to GN pinion shaft type
EBEIIME S ihEAER

2GN10X

E 58 Weight : 0.24kg

39.5

28

12.8
2

®56 §oso (7)

4-O5hole

4-04.5hole

o
$
o

9
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B EBiIEEESEL Motor Performance Parameters

o BE | Igx | ZEHZ#WNo-load Parameters TS #lLoad Parameters RIS SR
'\%'('ZI Voltage Power T3 Speed E337iCurrent k3 Speed J3%ETorque E873Current Brush Life Motor Weight

Vv W r/min A r/min mN.m A H kg
Z2D10-12 [ 12 10 3200 1.0 Max. 2800 34 2.0 2000 0.7
Z2DW10-12[] 12 10 3200 1.0 Max. 2800 34 2.0 2000 0.7
72D10-24 [ 24 10 3300 0.5 Max. 3000 32 0.9 2000 0.7
Z2DW10-24C] 24 10 3300 0.5 Max. 3000 32 0.9 2000 0.7
72D10-90 [ 90 10 3200 0.3 Max. 2800 34 0.6 2000 0.7
Z2DW10-90[] 90 10 3200 0.3 Max. 2800 34 0.6 2000 0.7

oEIEBE. INERRIEHEAER R IEXKMARITF MRIBEEFEKRES.
Motor voltage, power and speed will be customized according to his requestment under the allowed circumstance of adoptable dimension.

o DfSANANWRNZ2DW06-12GNZFR/~IMNEFE RILTAHEBHL , SNFRWRIJotnER BEERILSHHEEN : SPEBRIFEYL , PR BT/ NEEIRER] : PSR E%E R
RSB RS R &R,
We use W after D in the model to express the external brush motor, such as Z2DWO06-12GN. If no W, it means the standard internal brush motor. For external brush motor, you can
replce the brush directly. For internal ones, we need to disassembly the motor first.

I Fh3 Type
@ =z Motor ©® FiFHRIESE (B ) Parallel Shaft Gearhead (Sold Separately)
HE ESnodel SR RS L
UERES=SIHIES HREES IR
Type ﬁﬁﬁfﬂ]ﬂ B4R Gearhead Type Gearhead Model Gear Ratio
Pinion Shaft Round Shaft
Z2D10-12GN Z2D10-12A 3, 3.6, 5. 6, 7.5, 9,
e 22DW10-126N 22DW10-12A KEDMRE 26NCK ! 3265 5‘U5~ 610& 7255~ 930‘
Lead Z2D10-24GN Z2D10-24A Long Life ® Low s O P O
Wire 22DW10.24GN 72D10.2A Noise 100, 120, 150, 180, 200
Type . . 2GN10XK ( H[E)iR3EE Decimal Gearhead )
Z2D10-90GN Z2D10-90A RS R S A LA
.Ii L = N ] ,_ L \|
Z20W10-90GN Z20W10-90A Enter the gear ratio in the box ( (J ) within the model name

© EH4FIERZ Characteristic Curve Of Motor

PO(W) | 1(A) | nirpm)
18 | 27 | 3600

16| 24 | 3200
14| 21 | 2800
12| 18 | 2400
10| 15 | 200
g | 12 | 1600
6 | 09 | 1200
4 | 06 | 800

2 03 400

0 0 0

5

0 15 20 25

30

35 40 45 T(mN.m)

© HBHLIELE Wiring Diagram Of Motor

cw red  +
DC
black -

ccw

( Dc
black +

red

oS | ML E:300mm £ 10, B S:UL10154I4&: AWG20;FBH 3 | KK S, BUSTE
B RIEEMRTFIER T RIEE P ERES.
Stanclard length of lead wire:300mm+ 10, model: UI1015 type: AWG20; lead wire length,
model will be customerised by dient requestmant under allowed circumstamce of

adoptable dimension.
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W EERIESTA S ITHEIE Gear Motor-Torque Table

o HEERSE PEHERSE.

Gearheads are sold separately. Decimal gearheads are not available.
o FIEMELSHOPRIERILATEE.

Enter the gear ratio in the box([]) within the model name.

o CBRRSHEMNE—AREE , BftNsERAME.

The colored background T Jindicates the same rotating direction of the motor while the rotating direction of others are opposite.
o R A SRR B ERR LURGERL T B HSRAVEME,  SEPRRIES R SR A/ N LA RSB R 2% ~ 20% 2.

The speed is calculated by dividing the motor's synchronous speed by the gear ratio. The actual speed is 2%~20% less than the displayed value, depending on the size of the load.
o FELIKFT TRAVAELLHTH —CIRIER | AIER N SHENZ B RIEL /9 1 0B BRI L.

XBSHIB VLR /I3Nm,

# O

g
&

il
i#
i
gf)
th

8 % To reduce the speed beyond the gear ratio in the table, attach a decimal gearhead(gear ratio:10)between the gearhead and motor. In that case, the permissible torque is 3N-m.
o i
S . . : _
=g W i IEE(I Allowance Torque Unit : _EE& Upside ( N.m ) /TFE& Belowside ( kgf.cm )
g

IS Type G’fﬁﬁggo 3 /365 |6 759 | 10125/ 15 |18 | 20 | 25 | 30 | 36 | 40 | 50 | 60 | 75 | 90 | 100 | 120 | 150 | 180 | 200

L2
. |1000| 833 | 600 | 500 | 400 | 333 | 300 | 240 | 200 | 167 | 150 | 120 | 100 | 83 | 75 | 60 | 50 | 40 | 33 | 30 | 25 | 20 | 17 | 15
Speed r/min

Z2D10-24GN
0.08/0.09/0.13|0.15|0.19|0.230.26 | 0.32|0.39 | 0.46 | 0.46| 0.58 | 0.70 | 0.84 | 0.93|1.16 | 1.25|1.75| 1.88|2.09 | 2.51|3.00 | 3.00 | 3.00

0.76/0.911.261.52|1.90|2.27 | 2.53 | 3.16|3.79 | 4.554.55|5.69 | 6.82|8.19|9.10| 11.4|12.3| 15.4 | 18.4|20.5|24.6 | 30.0 | 30.0| 30.0

2GNOIK

BEFEERE - FiFiEAE To Allow The Hoisting Of The Load Allow Axial Load

EBEIHL ([ EHhEL ) —272T0 Motor(Round Shaft) —P272
RE—272T2 Gearhead—P272

B RENMNRFAEIEEIEE J Permissible Load Inertia J For Gearhead
—27270—P272

M5B (AL mm ) Dimensions(Unit mm)

TREREE IS ZAEFIIB24 Mounting screws are included with gearhead.

©® S48 Lead Wiring Type © [EHHBIAYEEENEBRSY Shaft Section Of Round Shaft Type
B2 & Weight : EBE#/l Motor : 0.7kg JRIERS Gearhead : 0.4kg FREE R AHERIMNE RSN S HEUER,

Excluding weight and the shaft section motor shape are the same as t
hose of the pinion shaft type.

ares 75 L1 ’«iﬂ ‘EE 4-®4.5 or M4
265_| -2
) o 1 24 4-@5hole
B 8 ™ 1.8
T = F
6%{ ] H
0 Z
J 2 Jﬁ i " e e
2257 2
60 g
75.5 L kL g 4-04,5hole or M4
= TR
na— - J— o
Shd X
2 1 Has, | [euidEE
g 2
J < J)& @ rhiE)iR;i%ESE Decimal Gearhead
7 A REEFEGNEEEMEL_ECan be connected to GN pinion shaft type
AN EB #1548/ Motor lead wire 300mm=+10 2.5° = 4 Ak AT
DL Stlo Tom. ez - EBEINIMNE S HENER
2GN10X
B8 Weight : 0.24kg
FIENHIALS FESRS | EEt ||, TRERTE 404510l
Motor Model Gearhead Model Gear Ratio T
Z2D10-12GN EEE
Z2DW10-12GN 3~18 32 _ o
72D10-24GN = s
Z2DW10-24GN 2GNLIK ~ - &
Z2D10-90GN 25~200 41 ©
Z2DW10-90GN g
o EREERIE M I ARIELLAYEUE Enter the gear ratio in the box ( []) within the model name 160
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B sl
DC MOTORS

m15W [160mm

BB EEESEL Motor Performance Parameters

e BE | o= | ZHZ#WNo-load Parameters th#S¥Load Parameters RIS EER
I\}Iio-('i:_el Voltage Power EE5ESpeed E373Current FEESpeed JI4ETorque E3373Current Brush Life Motor Weight

Vv w r/min A r/min mN.m A H kg
Z2D15-12 [ 12 15 3200 0.8 Max. 2950 48 2.0 2000 0.9
Z2DW15-12[] 12 15 3200 0.8 Max. 2950 48 2.0 2000 0.9
72D15-24 [ 24 15 3300 0.4 Max. 3000 48 1.0 2000 0.9
Z2DW15-24[] 24 15 3300 0.4 Max. 3000 48 1.0 2000 0.9
Z2D15-90 [ 90 15 3200 0.2 Max. 3000 48 0.4 2000 0.9
Z2DW15-90[] 90 15 3200 0.2 Max. 3000 48 0.4 2000 0.9

oEIEBE. INERRIEHEAER R IEXKMARITF MRIBEEFEKRES.
Motor voltage, power and speed will be customized according to his requestment under the allowed circumstance of adoptable dimension.

o DfSANANWRNZ2DW06-12GNZFR/~IMNEFE RILTAHEBHL , SNFRWRIJotnER BEERILSHHEEN : SPEBRIFEYL , PR BT/ NEEIRER] : PSR E%E R
RSB RS R &R,
We use W after D in the model to express the external brush motor, such as Z2DWO06-12GN. If no W, it means the standard internal brush motor. For external brush motor, you can
replce the brush directly. For internal ones, we need to disassembly the motor first.

I b Type
@ HEIHL Motor
Fau =l
A HI=Model
e e e
Pinion Shaft Round Shaft
72D15-12GN Z2D15-12A
s Z2DW15-12GN Z2DW15-12A
Load 72D15-24GN Z2D15-24A
\TNire Z2DW15-24GN 72D15-24A
W 72D15-90GN Z2D15-90A
Z2DW15-90GN Z2DW15-90A

© EHYFEMZ Characteristic Curve Of Motor

PO(W) | 1(A) | nirpm)
21 | 27 | 3600

2| 24 | 3200
21 | 21 | 2800
18| 18 | 2400
15 | 15 | 2000
12| 12 | 1600
9 | 09 | 1200
6 | 06 | 800

3 | 03 | 400

0 0 0

T-PO

15 30 45 60 75

90

105 120 135 T(mN.m)

© FiFihREIESE (B E ) Parallel Shaft Gearhead (Sold Separately)

IRERERTHSE IHIRRELS IR
Gearhead Type Gearhead Model Gear Ratio
3, 36, 5. 6, 7.5, 9,
KEGoKIRS 2GNCIK 125, 15, 18, 25, 30,
Long Life ® Low 36, 50, 60, 75, 90,
Noise 100, 120, 150, 180, 200
2GN10XK ( H2[E))%i&E2S Decimal Gearhead )

o FIERR AL SAIIRRIELLAIEUE

Enter the gear ratio in the box ( (] ) within the model name

© HEHLIELE Wiring Diagram Of Motor

cw red  + ccw red -
DC ( Dc
black - black +

oS | ML E:300mm £ 10, B S:UL10154I4&: AWG20;FBH 3 | KK S, BUSTE
B RIEEMRTFIER T RIEE P ERES.
Stanclard length of lead wire:300mm+ 10, model: UI1015 type: AWG20; lead wire length,
model will be customerised by dient requestmant under allowed circumstamce of
adoptable dimension.
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W EERESIASITIEIE Gear Motor-Torque Table

o HEERSE PEHERSE.
Gearheads are sold separately. Decimal gearheads are not available.
o FIEMELSHOPRIERILATEE.
Enter the gear ratio in the box([]) within the model name.
o CBRRSHEMNE—AREE , BftNsERAME.
The colored background T Jindicates the same rotating direction of the motor while the rotating direction of others are opposite.
o R A SRR B ERR LURGERL T B HSRAVEME,  SEPRRIES R SR A/ N LA RSB R 2% ~ 20% 2.
The speed is calculated by dividing the motor's synchronous speed by the gear ratio. The actual speed is 2%~20% less than the displayed value, depending on the size of the load.
o FELIKFT TRAVAELLHTH —CIRIER | AIER N SHENZ B RIEL /9 1 0B BRI L.
XBSHIB VLR /I3Nm,

# O

g
&

il
i#
i
gf)
th

8 % To reduce the speed beyond the gear ratio in the table, attach a decimal gearhead(gear ratio:10)between the gearhead and motor. In that case, the permissible torque is 3N-m.
o i
S . , , :
=z B FiF1EE(I Allowance Torque Unit : _EE& Upside ( N.m ) /TFE& Belowside ( kgf.cm )
g

IS Type Glfgﬁggo 3 /365 |6 759 | 10125/ 15 |18 | 20 | 25 | 30 | 36 | 40 | 50 | 60 | 75 | 90 | 100 | 120 | 150 | 180 | 200

L2
. |1000| 833 | 600 | 500 | 400 | 333 | 300 | 240 | 200 | 167 | 150 | 120 | 100 | 83 | 75 | 60 | 50 | 40 | 33 | 30 | 25 | 20 | 17 | 15
Speed r/min

72D15-24GN
0.12/0.14/0.19/0.23|0.29|0.35|0.390.48|0.58 | 0.70|0.70| 0.87 | 1.04 | 1.25|1.39|1.74 | 1.88|2.35 | 2.82|3.00 | 3.00 | 3.00 | 3.00 | 3.00

1.1411.36|1.90|2.27 | 2.84|3.41|3.79|4.74|5.69 | 6.82 | 6.82 | 8.53|10.23/12.28/13.65 17.1 | 18.4 | 23.0 | 27.6 | 30.0 | 30.0| 30.0 | 30.0 | 30.0

2GNOIK

B EIFERERT - TGRS To Allow The Hoisting Of The Load Allow Axial Load

EBEIL ([ B4R ) —27200 Motor(Round Shaft) —P272
R —272T2 Gearhead—P272

W RENBRIFREIRIEIRE J Permissible Load Inertia J For Gearhead

—272I—P272

M 5MZE (842 mm ) Dimensions(Unit mm)
TR LLEFIMRZ2 Mounting screws are included with gearhead.

® S£8 Lead Wiring Type O [EBAYEEHERS Shaft Section Of Round Shaft Type
E & Weight : FB5/1#/1 Motor : 0.9kg JIHEE Gearhead : 0.4kg [REE RIS IMNREINIMNE S e iHEER.

Excluding weight and the shaft section motor shape are the same as
those of the pinion shaft type.

89 0\ 30 S 4-04.5 or M4
~[Z5 -3 | ~
265 | <5 o =
8— 24 4-@5 hole
= Y (O s ‘

3% iefe ;
&g

- 20

5.5

D60

) \
-
J
©6 8015 (h7

J b'
225
EB L S48/ Motor lead wire 300mm+10 %\:

UL Style 1015,AWG20

®56 8030 (h7)

o
&
—
w
15

(h7)

&
e
Ft
g
S
@

2

=
H

2015

0

D60

@ rh[EIRLESE Decimal Gearhead
A LLEEGN 4B _FCan be connected to GN pinion shaft type

EBRIIMNE S IHEAER
2GN10X
B8 Weight : 0.24kg

EBENH 54/ Motor lead wire 300mm=10 225
UL Style 1015,AWG20

?
—
"Lqm
%
60
b
\D\, %

=2 RERRS WEL ||, B 4045 hole
Motor Model Gearhead Model Gear Ratio T2
Z2D15-12GN SCE—(
Z2DW15-12GN 3~18 32 _ o
72D15-24GN s 2
22DW15-246N 2GNLK =~ - ©
Z2D15-90GN 25~200 | 41 °
Z2DW15-90GN
o FRES AL SR RIELVAIEME Enter the gear ratio in the box ( [J) within the model name 160
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Bl
DC MOTORS

m25W [ 170mm

W EEESEL Motor Performance Parameters

o BE | x| Z=HZ#WNo-load Parameters 35 #Load Parameters RIS SR
I\}:E:igel Voltage | Power iEi%Speed E37iCurrent 15k Speed FI%ETorque E37iCurrent Brush Life Motor Weight

Vv W r/min A r/min mN.m A H kg
7302512 [ 12 25 3300 1.0 Max. 3000 80 35 2000 1.0
Z3DW25-12(]] 12 25 3300 1.0 Max. 3000 80 35 2000 1.0
Z3D25-24 [ 24 25 3200 0.5 Max. 2800 85 1.6 2000 1.0
Z3DW25-24] 24 25 3200 0.5 Max. 2800 85 1.6 2000 1.0
Z3D25-90 [ 90 25 3100 0.3 Max. 2700 88 0.6 2000 1.0
Z3DW25-90[] 90 25 3100 0.3 Max. 2700 88 0.6 2000 1.0

SFIMFE. INFRRAGHEAERMRI SRR TMRIESPERER.

Motor voltage, power and speed will be customized according to his requestment under the allowed circumstance of adoptable dimension.

©D/S4NNWRDZ2DW06-12GNZR/FNEFERIAHREEA , JNTWRISFRERERRILHEY : /NERRIEEYL , FAFRB{TEIMNBERER] | BRI ERER

RGN RTT T ER,

We use W after D in the model to express the external brush motor, such as Z2DWO06-12GN. If no W, it means the standard internal brush motor. For external brush motor, you can

replce the brush directly. For internal ones, we need to disassembly the motor first.

I #h3 Type
@ HEH Motor
EISModel
i e :
- i B
Pinion Shaft Round Shaft
Z3D25-12GN 73025-12A
o Z3DW25-12GN Z3DW25-12A
Load 73025-24GN 73025-24A
\TNire Z3DW25-24GN 73D25-24A
s 73D25-90GN 73025-90A
Z3DW25-90GN Z3DW25-90A

© EHYFIE/Z Characteristic Curve Of Motor

PO(W) | 1(A) | nirpm)
45 | 7.2 | 3600

40 6.4 3200,
35 5.6 2800
30 4.8 2400}
25 4.0 2000}
20 3.2 1600
15 24 1200
10 1.6 800

5 | 08 | 400

50 100 150 200 250 300 350 400 450 T(mN.m)

©® FiTHIRIESE (B ) Parallel Shaft Gearhead (Sold Separately)

ERESSTHES RS IR
Gearhead Type Gearhead Model Gear Ratio
3, 36, 5. 6, 7.5, 9,
KEHoKIRS 3GNCIK 12,5, 15, 18, 25, 30,
Long Life ® Low 36, 50, 60, 75. 90,
Noise 100, 120, 150, 180, 200

3GN10XK ( =1|E)))%ESS Decimal Gearhead )

o FIERR L SHIIRNRIELLAIEE

Enter the gear ratio in the box ( (] ) within the model name

© EHLIELE Wiring Diagram Of Motor

cw red  +
DC
black -

ccw

( Dc
black +

red

oS | ML E:300mm £ 10, B S:UL10154I4&: AWG20;FBH 3 | KK S, BUSTE
B RIEEMRTFIER T RIEE P ERES.
Stanclard length of lead wire:300mm+ 10, model: UI1015 type: AWG20; lead wire length,
model will be customerised by dient requestmant under allowed circumstamce of

adoptable dimension.
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